
QualityBox PC EK518  Clear dimensions: 1165 x 1165 mm
External dimensions: 1360 x 1360 mm

Basic kit with concrete-lined steel cover: Clear height: 210 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 485.0 kg

Cover 243.0 kg

Hot-dip galvanised steel frame 57.0 kg

Top frame (standard height) 25.0 kg

Base plate 9.5 kg

Total weight of basic kit  576.5 kg 

Overall height of manhole 330 mm 
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QualityBox PC EK518  
Frame / Vario Module

Clear dimensions: 1165 x 1165 mm
External dimensions:  1360 x 1360 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 5180 052E Art. no.: 06 518 0058E Art. no.: 06 338 0350E

6 x Ø 110 / 2 x Ø 160 CD 1165 4 x 160 mm
6 x Ø 110 / 2 x Ø 160

Weight: 34.5 kg Weight: 13.5 kg

Frame 220 mm overbuild
Art. no.: 06 518 0075E

2 x rectangular / 3 x Ø 110
6 x Ø 110 / 2 x Ø 160

Weight: 38.5 kg

Frame 220 mm overbuild
Art. no.: 06 518 0073E

2 x rectangular / 3 x Ø 110
2 x rectangular / 3 x Ø 110

Weight: 42.5 kg
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QualityBox PC EK518 
Order numbers

Clear dimensions: 1165 x 1165 mm
External dimensions:  1360 x 1360 mm

Basic kit Order number

Basic kit 125 kN, without lock, retrofittable lock 06 518 1021

Basic kit 400 kN, hex locking mechanism 06 518 1001

Basic kit 400 kN, LIC LOCK locking mechanism 06 518 1003

For all basic kits Order number

Top frame, height 140 mm 06 518 0083E

Base plate, height 5 mm 06 518 0054E

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716
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