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QualityBox PC EK618

Basic kit with concrete-lined steel cover:

Test classes according to DIN EN 124
Complete cover

Cover

Hot-dip galvanised steel frame

Top frame (standard height)

Base plate

Total weight of basic kit

Overall height of manhole

Basic kit with concrete-lined steel cover,
with cast-iron entrance

Test classes according to DIN EN 124
Complete cover

Cover

Hot-dip galvanised steel frame

Top frame (standard height)

Base plate

Total weight of basic kit

Overall height of manhole
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Clear dimensions: 1600 x 1600 mm

External dimensions: 1805 x 1805 mm

400 kN
1266.0 kg
633.0 kg
151.5 kg
79.5 kg
19.5 kg
1516.5 kg
380 mm

400 kN
1266.0 kg
633.0 kg
151.5 kg
79.5 kg
19.5 kg
1516.5 kg
380 mm

Clear height: 210 mm

Clear height: 210 mm
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QualityBox PC EK618
Frame / Vario Module

220 mm

Frame 220 mm
Art. no.: 06 618 0052E
8x @110
8x @110
Weight: 95.0 kg

Frame 220 mm overbuild
Art. no.: 06 618 0091E
4 x rectangular /1 x @ 110
8 x@ 110
Weight: 89.0 kg

Frame 220 mm overbuild
Art. no.: 066180087E
4 x rectangular /1 x @ 110
4 x rectangular/ 1 x @ 110
Weight: 83.5 kg

70 mm

Frame 70 mm
Art. no.: 06 618 0058E

Weight: 33.0 kg
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Clear dimensions: 1600 x 1600 mm
External dimensions: 1805 x 1805 mm

Vario Module

Vario Module
Art. no.: 06 618 0350E
CD 1600 6 x 160 mm
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QualityBox PC EK618
Order numbers

Basic kit

Basic kit 400 kN

For all basic kits

Top frame, height 140 mm
Base plate, height 5 mm

Manhole with concrete-lined steel cover with cast-iron entrance
Basic kit 400 kN

For all basic kits

Top frame, height 140 mm

Base plate, height 5 mm
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Clear dimensions: 1600 x 1600 mm
External dimensions: 1805 x 1805 mm

Order number
06 618 1077

06 618 0083E
06 618 0054E

Order number
06 618 1068

06 618 0083E
06 618 0054E





